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STENUICK 
Internat ional  

FEATURES 
The use of a shock absorber is mainly recommended to avoid the premature deterioration of the rotation heads 
because of the vibrations and the percussions caused by the use of the dth hammer. 
Our shock absorbers are adaptable on any types of hammers. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
TECHNICAL SPECIFICATIONS 

Model Thread Length Diameter Weight
3" MF 2"3/8 API REG 457 mm 80 mm 11 kg
4" MF 2"3/8 API REG 483 mm 95 mm 19 kg
5" MF 3"1/2 API REG 514 mm 115 mm 26 kg
6" MF 3"1/2 API REG 578 mm 140 mm 53 kg
8" MF 4"1/2 API REG 585 mm 178 mm 92 kg
10" MF 6"5/8 API REG 712 mm 254 mm 216 kg
12" MF 6"5/8 API REG 724 mm 254 mm 229 kg

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
IMPORTANT: 
The technical characteristics can be modified without advance notice 

SHOCK ABSORBERS 

CATEGORY 
Drilling equipment 

 


